- 100 m?/h high productivity by a high resolution of 1200 dpi.
- 30cm diameter mini-jumbo roll feeder & take-up units (optional).

- differential shaft for printing at once two 1.6m width

Continuous mass-production of good looking prints thanks
to the 5kg/color continuous ink supply system, maximum
printing width of 3.3m (11 ft.) and to its incredible speed of
100m?h by 1200 dpi high serolution.

No cockling effect on your prints, thanks to the powerful
3-stage dryer and the pneumatically controlled tension bars
in the system.

paper rolls (optional).

Papyrus Grande SPECIFICATIONS

g e
Number of nozzles per color | 1,280 nozzles x 6 colors

Quality mode 1200 dpi: 100 m*h
Speed | High quality mode | 1800 dpi : 65 m*/h

top quality mode | 2400 dpi : 50 m*h
Printing width 3,300mm max.
Media e e
Margin ?A{gmrg?f%égisalcéfide is used).
Media feeding system max 3.3meter width 1 paper roll IR Lamp Type Dryer Unit
Roll diameter Standard | 200mm max. for feeder unit and take-up unit %;}ﬁreggtteegf ?g‘”g E}S}eiggor

Optional 300mm max. for feeder unit and take-up unit higher produc{io% gpe%d.
igﬂgtlg’"(ﬁ‘lol‘l{g;’ 76.2mm (3 inches.)
Roll weight 220 Kg MAX 9
Connectivity 100BASE-T
ink supply system 5kg per color E
Rip S/W (Optional) Wasatch /Onyx / Print Factory / Ergo Poster Print g
Power supply 1Phase AC 220-240V, 50/60Hz
Maximum consumption: (1-phase) 220V, 12.1Kw approx. y
Power consumption Normal operation: (1-phase) 220V, 9.7Kw approx.
Idle mode: (1-phase) 220V, 7.2Kw approx. Stable Feeding System
Printer dimensions (WxDxH) | 5,460 x 1,050 1,600 (mm) FerlingSystem equipewith comved heater
’ B o neumatic Cylinder whic|

Egzgﬁ?rw:r?éed) IleuTnﬁg{ta;:uig;zé%;/ﬁn% condensation) guarantees high-quality printing. Take-up flexible tension control system

- Specifications may change without notice.

Feeder flexible tension control system
Tension bar pneumatically controlled

setup space



